


BERK TEKNIK ELEKTRO-STiLL

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

SIRKET PROFiLI

Berk Teknik 2009 yilinda istanbul sehrinin Kagithane ilcesinde kuruldu. Berk Teknik’in kuruldugu
ilk gunden itibaren Urdnlerinde gésterdigi titizlik ve kalite kisa zamanda piyasanin énde gelen Uretici makina
sirketleri arasinda yer almasini saglamistir.

Berk Teknik bUyUyen Uretim
potansiyeli ile birlikte kapasitesini daha Ust seviyelere cikarmak amaciyla 2010 yiinin mayis ayinda
Bayrampasadaki 500 m?’lik imalathanesini hayata gecirmistir.

Berk Teknik tescilli Elektro-Still markasi ile Urettigi yas ve toz boyama sistemlerinin yanisira c¢esitli fiplerde
endustriyel firnnlar, kimyasal ylzey temizlik hatlari, manuel ve otomatik kumlama tesisleri, oto boyama
kabinleri, &zel tasanm yas ve toz boya kabinleri, finnlarn ve emaye kaplama sistemleri imalati da yapmaktadir.

Uretiminde kullandigi malzemelerin seciminde kalite ve glvenlik titizligini asla elden birakmayan Berk Teknik,
bu malzemelerin éncelikle kaliteli, emniyet kontrollt, kolay kullonimli olmasina ve insan sagligina zarar
vermemesine énem veriyor, kalite belgeli yerli malzemelerin yani sira uluslararasi kalite belgeli yan
malzemeleri de guvenle kullaniyor.

Sadece Turkiye nin degdil dunyanin adini duydug@u Elektro-Still marka Urlnler Suudi Arabistan, Israiil, Suriye, Irak,
Lubnan, Urdun, Libya, Misir, Pakistan, Hindistan, Ozbekistan, Bulgaristan, Arnavutluk, Kosova, Romanya, Fas,
Cezayir, Kazakistan, Rusya gibi Ulkelerde sorunsuz sekilde sahiplerine hizmet vermektedir.

Tecrubeli calisma kadrosu ile en yUksek kalitede imalatl hedefleyen Berk Teknik'in hizmetleri Grun
teslimatiyla sona ermeyecek bir anlayisi Ustlenmis olup musteri memnuniyeti en énplanda futulmustur.

Berk Teknik, zaman icerisinde kapasite, kalite, teknoloji ve hizmetlerini daha da iyi boyutlara tasimayi
hedefleyerek, kararlilikla buylmektedir.

Dunyanin tfanidigi Elektro-Still‘i bir de siz taniyin...
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BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Sysfeﬁ'ls
Toz ve Yas Boya Sistemleri Imalati

COMPANY PROFILE

Berk Teknik Industrial Heating Ovens and Powder and Wet Dye Coating Systems has founded in 2009 in istanbul.
Berk Teknik fabricates its products in plenty peevishness with best qulified and high tecnology materials in their
class. Berk Teknik has proved its quality in Turkey and some another countries for this reason.

Berk Teknik fabricates Powder Coating Machines and Systems, Box Type Baking Ovens, Baking Ovens with
Overhead Conveyor, U-Type Baking Ovens, Tunnel Type Baking Ovens, AutomationUnits, Powder Spray Guns,
Industrial Ovens (Medical, Accessory etc.) Aluminium Aging Ovens, Aluminium Billet Heating Furnaces, Custom
Baking Ovens, Powder Coating Cabins, Coating Robots, Water Painting Rooms, Enamel Ware Systems and
Granulatfing Systems.

Berk Teknik has exported its products to Saudia Arabia, Israel, Syria, Iraq, Lebanon, Jordan, Libya, Egypt,
Pakistan, India, Uzbekistan, Bulgaria, Albania, Kosovo, Romania, Morocco, Algeria, Kazakhstan, Russia.

All Alboy customers are using their product in pleasure.

The most important for Berk Teknik is customer pleasure. Products quarantee never ends with Berk Teknik.
Berk Teknik gives technical service wherever possible for a technician.

Berk Teknik is not only exporter or agency Berk Teknik is a manufacturer. So exclusive address that you can
find best Europen quality and best prices is Berk Teknik.

Haven’t you met Elekiro-Still’s perfect qualified products?

CHOOSE BERK TEKNIK FOR MORE COLOURFUL WORLD...
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BERK TEKNIK

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

BOXLINE ARABA GIRISLI KUTU TiPi FIRIN

L IR T

Isitma Unitesi termobloklu olup yanma odasi 310 kalite paslanmazdan imal edilmigtir.
Sistemde TSE ve CE belgeli mazot veya dogalgaz brulérd kullaniimaktadir.
Isi kontrol sistemi ON - OFF calisan dijital 1si kontrol cihazi ile saglanmaktadir.
Buna bagll olarak boya pisirme grafigini saglayan zaman rélesi mevcuttur.
Malzeme pistiginde firnn kullaniclyi ikaz kornasi ile uyarir.
Maksimum isitma gucu 220°C*dir.
140 mm. izolasyonlu olan finnlarimizin kapilar silikon contalidrr.
500 mm. sandvi¢ panellerden meydana gelen finn demontedir ve istenildigi gibi tasinabilir,
istenilen yere kurulabilir.
s sirktlasyonu alt kisismdan sicak hava kanallar vasitaslyla ayarlanabilir klapelerden Uflenerek,
ust kisimdan ise sicak hava radyal islya dayanikl amyantl fan motoru ile emilerek saglanmaktadir.
e |si kaybi sifira indirgendiginden yakit tasarrufu son derece fazladir ve asla disar 1si vermez.
e Finnlarnmizin taban kisimlar tas ydnlt olup, 2 mm. destekli sac kullaniimaktadir.
e Elekirik panolarinda TSE ve CE belgeli ekipmanlar kullaniimaktadir.
e Standart renklerimiz RAL 3020 MX (Kirmizi) ve RAL 7035 MX (Beyaz) dir.

NENIENEE E T 7 W T
BOXLINE ARABA GiRiSLi KUTU TiPi FIRIN YAKIT SARFiYATI BRULOR GUCU
MODEL | EN (iG) | BOY (i) | YUKSEKLIK (iG) | EN (DIS) | BOY (DIS) | YUKSEKLIK (DIS) | AGIRLIK (kg.) | ELEKTRIK GUCU | GAZ(m3/h) | MAZOT (It./h) (Kcal/h)
BF 200 | 1500 2000 1800 1780 2800 2000 1200 1,1 KW 5,8 -8,3 3-5 40.000
BF 250 | 1500 2500 1800 1780 3400 2000 1500 1,5 KW 5,8-8,3 3-5 40.000
BF 300 | 1500 3000 1800 1780 3900 2000 1750 2,2 KW 5,8-8,3 5-7 80.000
BF 350 | 1500 3500 1800 1780 4400 2000 2250 2,2 KW 78-14,4 5-7 80.000
BF 400 | 1500 4000 1800 1780 4900 2000 2400 2,2 KW 7.8-14,4 5-7 80.000
BF500 | 1500 5000 1800 1780 6000 2000 2800 3 KW 78-14,4 8-12 150.000
BF 600 | 1500 6000 1800 1780 7000 2000 3050 4 KW 9,8-17,3[ 11-15 250.000
BF 700 | 1500 7000 1800 1780 8000 2000 3250 4 KW 9,817,311 111 215 250.000
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BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

BOXLINE BOX TYPE OVEN

IR §

e 310 quality rustproof sheet iron is used in thermoblock unit.
e Heating provide by diesel or LPG.
e Oven’s brulor is approved by TSE and CE.
e Oven’s maximum heat amount is 220 °C.
e Oven alerts with hooter affer baking finished.
Isolation is provided by 60 mm rock wool and 80 mm glass wool in side panels.
Heating room isolation is provided by rock wool.
Door isolation width is 140 mm rock and glass wool and silicon gaskin.
Powder coated sheet iron width is 1.2 mm outside of panels and inside is galvanizationed
sheet iron.
e Ovens are fabricated with 500 mm. sandwhich panels and thet are demountable.
e Fuel economy is maximum because of the heat loss is minimum.
e TSE and CE certified equipments are used in electricity panels.
e Standart colours are RAL 3020 MX (Red) and RAL 7035 MX (White) for outside of the ovens.

" TERIEE N B 11 = it
BOXLINE BOX TYPE OVEN FUEL CONSUMPTION | BRULOR POW.

MODEL | W(N) | L(N) | HEIGHT(IN) | w(OuT) | L(OUT) | HEIGHT (OUT) | WEIGHT (kg.) | ELECTRICITY |GAS(m%¥h)]|DIESEL (t/h)| (Kcal/h)
BF200 | 1500 | 2000 1800 1780 2800 2000 1200 1,1 KW 5,8-83 3-5 40.000
BF250 | 1500 | 2500 1800 1780 3400 2000 1500 1,5 KW 5,8-83 3-5 40.000
BF300 | 1500 | 3000 1800 1780 3900 2000 1750 2,2 KW 5,8-83 5-7 80.000
BF350 | 1500 | 3500 1800 1780 4400 2000 2250 2,2 KW 7,8-14,4 5-7 80.000
BF400 | 1500 | 4000 1800 1780 4900 2000 2400 2,2 KW 7,8-14,4 5-7 80.000
BF500 | 1500 | 5000 1800 1780 6000 2000 2800 3 KW 78-144| 8-12 150.000
BF600 | 1500 | 6000 1800 1780 7000 2000 3050 4 KW 018 Bzl 11385 250.000

11-15 250.000

BF 700 | 1500 7000 1800 1780 8000 2000 3250 4 KW 9,8-17,3

www.berkteknik.com / www.berkteknik.com.ir 04



BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

ELECLINE ELEKTRIKLI FIRIN

WINE |
Isitma Unitesi termobloklu olup yanma odasi paslanmaz serpantin rezistanslardan imal edilmistir.
Isi kontrol sistemi ON - OFF calisan dijital 1si kontrol cihazi ile saglanmaktadir.
Buna bagli olarak boya pisirme grafigini saglayan zaman rélesi mevcuttur.
Malzeme pistiginde finn kullanicryi ikaz kornasi ile uyarir.
Maksimum isitma glct 220°C'dir.
140 mm. izolasyonlu olan finnlarmizin kapilari silikon contalidir.
Elecline Elektrikli finn reklamcilar ve aksesuarcilar icin ¢ok ekonomik bir ¢&zumdur.
s sirktlasyonu alt kisisndan sicak hava kanallar vasitaslyla ayarlanabilir klapelerden uflenerek,
Ust kisimdan ise sicak hava radyal islya dayanikl amyantl fan motoru ile emilerek saglanmaktadir.
Isi kaybi sifira indirgendiginden yakit tasarrufu son derece fazladir ve asla disari isi vermez.
Istege gére finnlanmiza raf sistemi uygulanabilmektedir.
Elektrik panolarinda TSE ve CE belgeli ekipmanlar kullaniimaktadir.
Istenilen boyutta ve kullaniciya en verimli olacak sekilde imal edilebilmektedir.
Standart renklerimiz RAL 3020 MX (Kirmizi) ve RAL 7035 MX (Beyaz)'dirr.

AN IENEN NI P I 11 S DR
ELECLINE ELEKTRIKLI FIRIN YAKIT SARFIYATI
MODEL | EN (i¢) | BOY (i¢) | YUKSEKLIK (iG) | EN (DIS) | BOY (DIS) | YUKSEKLIK (DIS) | AGIRLIK (kg.) | ELEKTRIK GUCU | ISITMA GUCU iGIN
BFE 200 | 1500 2000 1800 1780 2800 2000 1200 1,1 KW 24 KW/h
BFE 250 | 1500 2500 1800 1780 3400 2000 1500 1,5 KW 36 KW/h
BFE 300 | 1500 3000 1800 1780 3900 2000 1750 2,2 KW 48 KW/h
BFE 350 | 1500 3500 1800 1780 4400 2000 2250 2,2 KW 54 KW/h
BFE 400 | 1500 4000 1800 1780 4900 2000 2400 2,2 KW 60 KW/h
BFE 500 | 1500 5000 1800 1780 6000 2000 2800 3 KW 66 KW/h
BFE 600 | 1500 6000 1800 1780 7000 2000 3000 4 KW 72 KW/h

BFE 700 | 1500 7000 1800 1780 8000 2000 3250 4 KW 78 KW/h
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BERK TEKNIK ELEKTRO-STILL

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

ELECLINE ELECTRICAL OVEN

=

Rustproof antigorite resistance is used in heating room.

e Heating provide electric.

e Oven’s maximum heat amount is 220 °C.

e Oven alerts with hooter affer baking finished.

e [solation is provided by 60 mm rock wool and 80 mm glass wool in side panels.

e Heating room isolation is provided by rock wool.

e Door isolation width is 140 mm rock and glass wool and silicon gaskin.

e Elecline Electrical Oven is economical solution for advertisers and propmen.

e Powder coated sheet iron width is 1.2 mm outside of panels and inside is galvanizationed
sheet iron.

e Upon request shelf system can be apply into oven.

e Heating has wonderful homogeneity.

e Electric economy is maximum because of the heat loss is minimum.

TSE and CE certified equipments are used in electricity panels.

e Standart colours are RAL 3020 MX (Red) and RAL 7035 MX (White) for outside of the ovens.

A

ELECLINE ELECTRICAL OVEN ELECTRICITY.
MODEL | W(IN) [ L(IN) | HEIGHT (IN) | W (OUT) | L(OUT) | HEIGHT (OUT) | WEIGHT (kg.) | ELECTRICITY CONSUMPTION
BFE200 | 1500 | 2000 1800 1780 2800 2000 1200 1,1 KW 24 KW/h
BFE250 | 1500 | 2500 1800 1780 3400 2000 1500 1,5 KW 36 KW/h
BFE300 | 1500 | 3000 1800 1780 3900 2000 1750 2,2 KW 48 KW/h
BFE350 | 1500 | 3500 1800 1780 4400 2000 2250 2,2 KW 54 KW/h
BFE400 | 1500 | 4000 1800 1780 4900 2000 2400 2,2 KW 60 KW/h
BFE500 | 1500 | 5000 1800 1780 6000 2000 2800 3 KW 66 KW/h
BFE600 | 1500 | 6000 1800 1780 7000 2000 3000 4 KW 72 KW/h

BFE 700 | 1500 7000 1800 1780 8000 2000 3250 4 KW 78 KW/h
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BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

HALFLINE YARI KONVEYORLU PALETLI FIRIN

= 3 N LR || [l

0L

e |sitma unitesi termobloklu olup yanma odasi 310 kalite paslanmazdan imal edilmistir.

e Sistemde TSE ve CE belgeli mazot veya dogalgaz brulérl kullaniimaktadir.

e Malzeme pistiginde finn kullaniciyr ikaz kornasi ile uyarir.

e Maksimum isirma guct 220°C"dir.

e 140 mm. izolasyonlu olan finnlarmizin kapilar silikon contalidrr.

e 500 mm. sandvi¢ panellerden meydana gelen firn demontedir ve istenildigi gibi fasinabilir,
istenilen yere kurulabilir.
Konveyér 3 (Ug) istasyonlu olup her istasyonda otomatik olarak durur. istege goére istasyon ilave
edilebilmektedir.
Yana acilan kapilardan biri acildiginda digeri de ayni miktarda acilir.
Celik kapicilar, panocular ve agir malzemeden yapiimig Urtnleri bulunanlar icin en uygun ¢ézumddr.
Isi kaybi sifira indirgendiginden yakit tasarrufu son derece fazladir ve asla disari 1si vermez.
Finnlanmizin taban kisimlari tas ydnld olup, 2 mm. destekli sac kullaniimaktadir.
Elektrik panolarnnda TSE ve CE belgeli ekipmanlar kullanimaktadir,
Standart renklerimiz RAL 3020 MX (Kirmizi) ve RAL 7035 MX (Beyaz)'dirr.
Finn konveyodr hiz ayarl operatédr tarafindan kumanda edilebilir.

TRRIDEEE ¢ 1
HALFLINE YARI KONVEYORLU KUTU TiPi FIRIN YAKIT SARFIYATI BRULOR GUcCU
MODEL | EN (i) | BOY (i) | YUKSEKLIK (iG) | EN (DIS) | BOY (DIS) | YUKSEKLIK (DIS) | AGIRLIK (kg.) | ELEKTRIK GUCU | GAZ(m3/h) | MAZOT (It./h) (Kcal/h)
BFK 200 | 1500 2000 1800 1780 2200 2050 1400 1,5 KW 58-8,3 3-5 40.000
BFK 250 | 1500 2500 1800 1780 2700 2050 1600 2,2 KW 58-8,3 3-5 80.000
BFK 300 | 1500 3000 1800 1780 3200 2050 1800 2,2 KW 58-83 5-7 80.000
BFK 350 | 1500 3500 1800 1780 3700 2050 2000 3 KW 7,8-14,4 5-7 150.000
BFK 400 | 1500 4000 1800 1780 4200 2050 2250 3 KW 7,8-14,4 5-7 150.000
BFK 500 | 1500 5000 1800 1780 5200 2050 2600 4 KW 78-14,4 8-12 180.000
BFK 600 | 1500 6000 1800 1780 6200 2050 2750 4 KW 9,8-17,3 11 -5 250.000
BFK 700 | 1500 7000 1800 1780 7200 2050 2900 2,2 KW x 2 9,8-17,3 11 25 250.000
g IITEHITEE !
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BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

HALFLINE HALF CONVEYORED TRACKED OVEN

" e I i
310 quality rustproof sheet iron is used in thermolblock unit.
Heating provide by diesel or LPG. Oven’s maximum heat amount is 220 °C.
Oven's brulor is approved by TSE and CE.
Oven alerts with hooter after baking finished.
Heating room isolation is provided by rock wool.
Door isolation width is 140 mm rock and glass wool and silicon gaskin.
Powder coated sheet iron width is 1.2 mm outside of panels and inside is galvanizationed
sheet iron.
Conveyor has 3 station and it stops every station automaticly. Upon request another station
can be added. Loading can be twosided.
When a door opened some quantity another door opens same quantity.
Ovens are fabricated with 500 mm. sandwhich panels and thet are demountable.
TSE and CE certified equipments are used in electricity panels.
Standart colours are RAL 3020 MX (Red) and RAL 7035 MX (White) for outside of the ovens.
Wonderful solution for electricity panel and steel door producers.
QOven conveyor speed can be controlled by the operator

TRRIDEEE ¢ 1
HALFLINE HALFCONVEYORED TRACKED OVEN FUEL CONSUMPTION | BRULOR POW.
MODEL | W(N) | L(N) | HEIGHT(IN) | w(OuT) | L(OUT) | HEIGHT (OUT) | WEIGHT (kg.) | ELECTRICITY |GAS(m%¥h)]|DIESEL (It/h)| (Kcal/h)
BFK200 | 1500 | 2000 1800 1780 2200 2050 1400 1,5 KW 5,8-83 3-5 40.000
BFK250 | 1500 | 2500 1800 1780 2700 2050 1600 2,2 KW 5,8-83 3-5 80.000
BFK300 | 1500 | 3000 1800 1780 3200 2050 1800 2,2 KW 5,8-83 5-7 80.000
BFK350 | 1500 | 3500 1800 1780 3700 2050 2000 3 KW 7,8-14,4 5-7 150.000
BFK400 | 1500 | 4000 1800 1780 4200 2050 2250 3 KW 7.8-14,4 5-7 150.000
BFK500 | 1500 | 5000 1800 1780 5200 2050 2600 4 KW 78-144| 8-12 180.000
BFK600 | 1500 | 6000 1800 1780 6200 2050 2750 4 KW 98-17,3| 11-15 250.000
BFK700 | 1500 | 7000 1800 1780 7200 2050 2900 22KWx2 |98-173| 11-15 250.000
: IITEHITEE !

www.berkteknik.com / www.berkteknik.com.ir 08



BERK TEKNIK ELEKTRO-STILL

Toz ve Yas Boya Sistemleri Imalati

AUTOLINE TUNEL TiPi BOYA PiSIRME FIRINI

Isitma Unitesi fermoblokliu olup yanma odasi 310 kalite paslanmazdan imal edilmistir.
Sistemnde TSE ve CE belgeli mazot veya dogalgaz bruldrd kullanilimaktadir.
Maksimum isitma gucu 220 °C dir.
140 mm. izolasyonlu olan finnlanmizin kapilarn silikon contalidir.
500 mm. sandvic panallerden meydana gelen finn demontedir ve istenildigi gibi tasinabilir,
istenilen yere kurulabilir.
Full otomatik sistemlerde kullanilir ve tTim kontroller PLC sistem ve manuel kumanda ile yapiimaktadir.
e Taglyict konveyorler agir malzemeler icin web tipi daha hafif malzemeler icin kardan milli olarak
kullanicinin istegine gére dizayn edilmektedir.
e TUnel gecis agizlan malzeme boyutuna gobre dizayn edilir.
Tunel giris ve cikislannda isi yalitimini saglayan hava perdeleri mevcuttur.
Isi kaybi sifira indirgendiginden yakit tasarrufu son derece fazladir ve asla disari isi vermez.
Finrnlanmizin taban kisimlar tas yunlt olup, 2mm. destekli sac kullanilmakdadir.
Elektrik panolarnnda TSE ve CE belgeli ekipmanlar kullaniimaktadir.
Standart renklerimiz RAL 3020 MX (Kirmizi) ve RAL 7035 MX (Beyaz)'dir.

11 5 8 IR AT
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BERK TEKNIK ELEKTRO-STILL

Toz ve Yas Boya Sistemleri Imalati

AUTOLINE TUNNEL TYPE PAINT BAKING OVEN

111 Y
e 310 quality rustproof sheet iron is used in thermoblock unit.
Heating provide by diesel or LPG. Oven’s maximum heat amount is 220 °C.
Oven’s brulor is approved by TSE and CE.
Heating room isolation is provided by rock wool.
Powder coated sheet iron width is 1.2 mm outside of panels and inside is galvanizationed
sheet iron.
e There are air curtains enterance and exit of the tunnel for heat isolation.
e Tunnel passing width can be regulate according to product width.
e Fuel economy is maximum because of the heat loss is minimum.
e Ovens are fabricated with 500 mm. sandwhich panels and they are demountable.
e TSE and CE certified equipments are used in electricity panels.
e Standart colours are RAL 3020 MX (Red) and RAL 7035 MX (White) for outside of the ovens.
e This oven is used in full automatic systems and conveyor system is regulated according to
products weight.

F1 8 B DB R e
L i H £
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BERK TEKNIK FLEKTRO-STILL’

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

Isitma Unitesi termobloklu olup yanma odasi 310 kalite paslanmazdan imal edilmigtir.
Sistemnde TSE ve CE belgeli mazot veya dogalgaz bralérd kullaniimaktadir.

Maksimum isitma gucu 220 °C dir.

140 mm. izolasyonlu olan firnlarnmizin kapilan silikon contalidir,

500 mm. sandvi¢c panallerden meydana gelen finn demontedir ve istenildigi gibi tasinabilir,
istenilen yere kurulabilir.

Full otomatik sistemlerde kullanilir ve 1Um kontroller PLC sistem ve manuel kumanda ile yapilmaktadir.
Tunel gecis agizlarn malzeme boyutuna gére dizayn edilir.

Tdnel giris ve cikislarinda isi yalitimini saglayan hava perdeleri mevcuttur.

Isi kaybi sifira indirgendiginden yakit tasarrufu son derece fazladir ve asla disari isi vermez.
Firnlarnmizin taban kisimlar tas yuanld olup, 2mm. destekli sac kullaniimakdadir.

Kot ve diger tekstil artnlerinin imalatini yapan firmalar icin isiya gereksinim duyulan
alanlarda kullanilabilir.

Elekirik panolarinda TSE ve CE belgeli ekipmanlar kullaniimaktadir.

Standart renklerimiz RAL 3020 MX (Kirmizi) ve RAL 7035 MX (Beyaz)'dir.
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Elektrostatik Toz Boya Cihazlarn, Komple Powder Coating Systems

Toz ve Yas Boya Sistemleri Imalat

310 quality rustproof sheet iron is used in thermoblock unit.
Heating provide by diesel or LPG. Oven’s maximum heat amount is 220 °C.
Oven'’s brulor is approved by TSE and CE.
Heating room isolation is provided by rock wool.
Powder coated sheet iron width is 1.2 mm outside of panels and inside is galvanizationed
sheet iron.
e Tunnel passing width can be regulate according to product width.
e There are air curtains enterance and exit of the tunnel for heat isolation.
e Fuel economy is maximum because of the heat loss is minimum.
e Ovens are fabricated with 500 mm. sandwhich panels and they are demountable.
e ULINE U Type baking oven is a wonderful solution for jean and textile drying.
e TSE and CE certified equipments are used in electricity panels.

e Standart colours are RAL 3020 MX (Red) and RAL 7035 MX (White) for outside of the ovens.

e This oven is used in full automatic systems and conveyor system is regulated according to
products weight.
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BERK TEKNIK FLEKTRO-STILL

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

BOOTHLINE TOZ BOYA KABINLERI

« TUm kabinlerimiz galvaniz sacdan imaldir. (istek Uzerine toz boya kaplanir.)
e Kabinlerimiz istege gore konveydr gecisli, galvaniz, PLC veya paslanmaz sacdan Uretilmektedir.
e Gecis agzl kapaklar istenilen élclye gére ayarlanabilmektedir.
 TUm kabinlerimizde boya haznesi mevcuttur. (istek Uzerine elekli depo konulur.)
Boya hazneleri vibrasyon elekli, teflon kabartma tabanl olup Uzerinde hava ve enjektor girisi
mevcuttur.
Otomatik elek sistemi sayesinde boya geri ddnusumu ¢ok kolaydir.
Filitreleri temizleme islemi istek Uzerine jetplus sistem ile otomatik veya manuel yapiimaktadir.
Kabin filtreleri dlculeri 33x600 mm ve yUzey 9 -10 m2 dir.
Roboft sistemine de uygundur.
Siparise gére 6zel kabinler imal edilir.
Kabin ici Uran aski aparati, istege gére imal edilir.
Elektrik panolarnda TSE ve CE belgeli ekipmanlar kullaniimaktadir.
K 4 L .

3
b
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Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

BOOTHLINE POWDER COATING CABIN

’

All cabins made of galvanized steel. (Powder coating is coated on request.)
Upon request, cabins are fabricated by galvanize, PVC, rustproof sheet iron.
Upon request, cabins are fabricated suitable for conveyor system.

Passing hole width is regulated according to product width.

There is automatic fine sieve under cabins.

Powder recovery is very easy because of the automatic fine sieve.

Filters are cleaned with high pressure air (jetplus ) automatical or manuel.
Cabins are suitable for robot system.

Standart cabins have 3 or 4 filters.

Cabins filter size is 33x600, surface area is 9 -10 m2,

TSE and CE certified equipment are used in cabin electrical panel.

c TR ]
& ' l b
.i_}' |
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Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

TWINLINE iKiZ TOZ BOYA KABINLERI

« TUm kabinlerimiz galvaniz sacdan imaldir. (istek Uzerine toz boya kaplanir.)
e Kabinlerimiz istege gore konveydr gecisli, galvanizli, PVC veya paslanmaz sacdan Uretiimektedir.
e Gecis agzl kapaklar istenilen élclye gére ayarlanabilmektedir.
e TUm kabinlerimizde boya haznesi mevcuttur. (Istek Gzerine elekli depo konulur.)
e Boya hazneleri vibrasyon elekli, feflon kabartma tabanl olup Uzerinde hava ve enjektdr mevcuttur,
e Otomatik elek sistemi sayesinde boya geri ddnusumu ¢cok kolaydir.
Filitreleri temizleme islemi istek Uzerine jetplus sistem ile otfomatik veya manuel yapilmaktadir.
Standart kabinler 6 veya 8 filtrelidir
Kabin filtreleri dlculeri 33x600 mm ve yUzey alani @ - 10 m2 dir.
Robot sistemine de uygundur.
e Siparise gére &zel kabinler imal edilir.
e TUm yUzeylerin kolayca boyanmasini saglayan cift yonlt ¢calisma sistemine sahiptir.
e Elektrik panolarinda TSE ve CE belgeli ekipmanlar kullanilmaktadir.

15 www.berkteknik.com / www.berkteknik.com.ir



BERK TEKNIK FLEKTRO-STILL"

Elektrostatik Toz Boya Cihazlari, Komple
Toz ve Yas Boya Sistemleri Imalat

Powder Coating Systems

TWINLINETWIN POWDER COATING CABINS

il

All cabins are fabricated by powder coated sheet iron
Upon request, cabins are fabricated by galvanize, PVC, rustproof sheet iron.
Upon request, cabins are fabricated suitable for conveyor system.
Passing hole width is regulated according to product width.
There is automatic fine sieve under cabins.
Powder recovery is very easy because of the automatic fine sieve.
Filters are cleaned with high pressure air (jetplus) automatical or manuel.
e Cabins are suitable for robot system.
o Standart cabins have 6 or 8 filters.
e Twin cabins are suitable for two sided painting.
e Cabin filter size is 33x600, surface area is 9 - 10 m2,
e TSE and CE certified equipment are used in cabin electrical panel.

www.berkteknik.com / www.berkteknik.com.ir 16
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Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
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GREASELINE YAG ALMA UNITESI

LU UAS | n

e Maksimum yag sicakhigi 260 °C dir.
e Kizgin yag kazaninin isrma gucu ile buharlasan Trikloretilen metal malzemenin Uzerindeki
yaglarin ¢cdzulmesinde elverislidir
e Bu sistem ¢cok girintili ve cikintil malzeme yUzeylerindeki yaglann ¢éztulmesinde de elverigli
olarak kullaniimaktadir.
Kalin metal malzemelerin iclerindeki gazlarn alinmasini da saglamaktadir. Bu sekilde boyanacak
malzemenin boya kalitesinde de buyuk farklilik goraldr.
Yag alma Unitesinde kokunun disar cikmasini engelleyen &zel sistem dizayn edilmistir.
Bu sistem sayesinde Trikloretilen tasarrufu da saglanmigtir.
Malzeme Uzerindeki yadin tam olarak alinmasi icin kalin malzemede 10 - 25 dakika,
ince malzemede ise maksimum 5 dakika bekleme suresi gerekmektedir.
e Yag alma Unitesinin kapagdr makarall veya pndmatik sistemli olarak dizayn edilebilir.
e Yag alma unitesinin kapagi dikey ya da yatay konumda acilacak sekilde dizayn edilebilir.
e Trikloretilen ve yag bosaltma islemi kolayca yapilabilmektedir.
e Ayrica yag seviyesini gdsteren gésterge cubugu mevcuttur.
e Trikloretilen ylikama Unitesinde i¢ kisim saclarn 2mm paslanmaz, dis kisim saclar 1.5 mm dir.
e DKP boyall sac kullaniimaktadir,
e Elektrik pano elemanlar TSE ve CE belgeli olarak kullaniimaktadir.

4 Lr m
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BERK TEKNIK ELEKTRO-STILL

Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalati

GREASELINE DEGREASING UNIT

A FEE 1 TR0 -

e Maximum oil temperature is 260 °C.

e Heated oil provides the trichloroethylene vaporize and it clenas the oil on the products.

e This system helps cleaning oil on thin and thick products.

e Cold water in the cooling pipes provides the vaporized trichloroethylene liquefy again and it put
the lit on loosing frichloroethylene.
When cap on the boiler opened, fans, starts automaticly and it blocks odor of trichloroethylene.
This system is very economic and fast solution for celaning oil on the products.
Products are dry after celaning with this system.
Celaning process is 10 min. for thick materials and 5 min. for thin materials.
2mm rustproof iron sheet used in the boiler 1.5 mm powder coated iron sheet used out the boiler.

www.berkteknik.com / www.berkteknik.com.ir 18
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Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
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WETLINE SU PERDELi YAS BOYA KABINLERI

e Kabin kontruksiyonu galvaniz sac panallerden meydana gelmistir.

e Su perdesi sistem sac panellerden yapilmis olup mafsallidir béylece hava yikama sistemine bakim
icin kolayca erisilebilir.

e Su tanki antipas kapl sacdan sizdirmaz kaynakli olarak imal edilmistir.

« Istendigi takdirde kabin paslanmaz celik sactan imal edilebilir.

e Tikanmalarn 6énlemek icin uygun ¢apta boru, vana ve sékdlebilir tipte yikama nozulu kullaniimigtir.

e Servis vanalar kelebek tipidir.

e Su giris valfi, tasma borusu pompa emisinden dnce sdkulebilir su filtresi ile techiz edilmistir.

e Su sirkUlasyon pompasi salmastra veya conta keceli tiptedir.

e Aydinlatma igin etanj fip fluoresant lamball armaturler kullanilmistir. Elektrik panosu kabin Uzerine
yerlestiriimis olup dahili kablo tesisati cekilmistir.

e Su perdeleme ve hava yikama sistemi vasitasiyla ekzost havasi ile strtklenen boya partikUlleri
en iyi sekilde tutulmaktadirr.

e Hava yikama sistemi icerisine monte edilmis olan eliminatdr - seperatdr sistemi vasitasiyla ekzost
havasi icerisindeki boya yuklt damlacik tutularak cevre kirlenmesi dnlenmektedir.

e Manuel ve kontinu ¢alismalara uygundur.

19 www.berkteknik.com / www.berkteknik.com.ir
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Elektrostatik Toz Boya Cihazlar, Komple Powder Coating Systems
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WETLINE WATER CURTAINED WET DYE CABIN

I

Cabin constriction fabricated from galvanizationed iron sheet.

Water curtain system is fabricated from iron sheet panels and they are arficulated.

In this way handling is very easy.

Water tank is fabricated from coated with anti-rust iron sheet with leakproof welded.

Upon request cabins can fabricate from rustproof iron sheet,

Optimum diameter pipes, valves and detachable type nozzles is used for blocking cloggings.
Exhaust fan and water circulation pump are centrifugation type.

Fluorescent is used for lighting.

Water curtain catch dye particules easily and it blocks enviroment pollution.

It suitable for manuel or continue systems.

www.berkteknik.com / www.berkteknik.com.ir 20
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SPRAYLINE TOZ BOYA TABANCALARI

Manuel Boya Tabancasi : MG 300

Yormayan bir uygulama se¢cmek icin manuel tabancanin mitkemmel bir
dengeye sahip olmasi gerekir. MG 300’tn agirligi sadece 520 gr. dir.
100 kv.'lik entegre ylksek voltaj kaskadi sayesinde, ylksek bir transfer
verimi ve uygulamada optimum ve siireklilik gésteren sonuglar elde edilir.

Nominal giris voltaj 1 14 V eff
Polarite : Negatif (Pozitif-ops)
Boya debisi : 50 - 600 gr / dakika

Manuel Boya Tabancasi : MGT 300

Yormayan bir uygulama secmek icin manuel tabancanin milkemmel bir
dengeye sahip olmasi gerekir. MGT 300'lin agirligi sadece 520 gr. dir.
Hizli ylikleme yapan sarj kiti sayesinde, yiiksek bir transfer verimi ve
uygulamada optimum ve sireklilik gésteren sonuglar elde edilir.

Nominal giris voltaj : 14 Veff
Boya debisi : 50 - 600 gr / dakika
PR | | et IE i1

Manuel Boya Sistemi : H 3000

Belirlenmis boya operasyonlari igin tavsiye edilir. H 3000 cihaz boya
transferi, yardimci hava ve pulverizasyon hava ayarlarinin rahatga
yapiimasini saglayacak sekilde dizayn edilmistir.

Nominal giris voltaji / bagl ylk : 220 VAC / 40 VA
Nominal gikis voltaji / tabancaya : max. 14V eff
Nominal gikis akimi / tabancaya : max. 1A eff
Koruma sinlfi : IP54

Maks. girig basinci : 10 bar / 145 psi

Min. giris basinci(dinamik) : 6 bar / 87 psi

Manuel toz boya tabancasi komple sdkulebilir parcalardan olusur.

Ergonomik kabze dizayni ve hafif yapisi sayesinde kulaniclyr yormaz.

Yuksek voltaj kaskadi kartus tipinde olup ariza durumunda kolayca degistirilebilir.
lyi dizayn edilmis kafa grubu sayesinde boyayi en iyi sekilde ylkleyerek boyanin parcaya homojen
olarak yapismasini saglar.

Geligtirilmis tetik sistemi ile arzalanma riski minimuma indirilmistir.

Kaskad ve boya gecisi arasinda sizdirmazlik saglayan perde sistemi kaskadin boya ile temasini

engelleyerek arizalanma riskini minimuma indirmektedir.
Sistemin calismasi icin gerekli elektrik ve pnédmatik donanimlari barindirir.
Ozel panel dizayni sayesinde kullanicinin kafasini karistirmaz.

Kolay kullanim &zelliklerine sahiptir.
Tabanca voltajl, trbilans havasi ve enjektdr havalari ile cihaz Uzerinden ayarlanir.
Cihaz saglam ve estetik bir konsul Uzerine oturtulmustur.

Q Hava giris regulatérleri ve depo kaynatma regilatért konstl Uzerinde bulunur.
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Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

SPRAYLINE POWDER COATING SPRAY GUN

Manual Spray Gun : MG 300

To select an application that is easy on the gun is an excellent manual
should have a balance. Weighs only 520 grams of MG 300. 100 kV. 2
with an integrated high voltage cascade, a high transfer Optimum results
are achieved in practice and showing the efficiency and continuity.

Nominal input voltage 1 14V eff
Polarity : Negative (Positive-ops)
Paint flow rate : 50 to 600 g / min

Manual Spray Gun : MGT 300

To select an application that is easy on the gun is an excellent manual
should have a balance. Weighs only 520 grams of MG 300. With a fast
charger kit makes installing a high transfer efficiency and Optimum
results are achieved in practice and continuity.

Nominal input voltage : 14 Veff
Paint flow rate : 50 to 600 g / min

o+ 1| T T O
Manual Spray System : H 3000

It is recommended for the operations of the specified paint. H 3000
dye transfer device, auxiliary air and pulverization is designed to
provide air settings can easily be made.

Rated input voltage / connected load : 220 VAC /40 VA

Nominal output voltage / gun 1 max. 14V eff
Nominal output current / gun : max. 1A eff
Protection class : P54

Max. inlet pressure : 10 bar / 145 psi

Min. inlet pressure (dynamic) : 6 bar/ 87 psi

e Manuel powder coating spray guns are fully demountable.

e Thanks fo its ergonomic handle design and light structure, it does not fire the user.

e The high voltage cascade is in cartridge type, thus can easily be changed in case of failure.

e Thanks to the well designed head part, it can charge in the very best way ensuring all the
powder coating particles are sticked homogeneously.

e The risk of failure is minimized by its improved trigger system.

e The cover system which prevents leaking between cascade and paint transaction, minimizes
failure risk by preventing any contact between cascade and paint.

www.berkteknik.com / www.berkteknik.com.tr
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AUTOSPRAYLINE OTOMATIK TOZ BOYA TABANCASI
AUTOSPRAYLINE AUTOMATIC POWDER COATING SPRAY GUN

Otomatik Boya Tabancasi : AG 300

Seri Uretimler igin tasarlanmis AG 300 boya tabancalari, sabit veya
robot Uzerine monte edilerek kullanilabilmektedir. Boya debileri, hava
hizlari ve yikleme voltajlari kontroll, ana kontrol kutusu Uzerinden
yaplimaktadir.

Nominal giris voltaj ~_:14 V eff

Frekans ~: Yaklasik 18 kHz.
Nominal gikig voltaji . :100 kV

Maks. gikis akimi 1100 A

Polarite : Negatif (Pozitif-ops)
Boya debisi : 50 - 600 gr / dakika

Toz Boya Deposu PC 120

ElektroStill otomatik sistem toz boya deposu 120 It. kapasiteli olup
tekerlekleri Gizerinde tasinabilir dzelliktedir. Deponun tabaninda diger
depolarda oldugu gibi 6zel kabartma tabani bulunmaktadir. Kabartma
tabani yardimiyla, depo igindeki toz boyanin homojen olarak tabancalara
taginmasi saglanir.

Kapasite 1120 It
Enjektor giris sayisi 17

Hava tliketimi : 120 It. / dak.

o

o Ozel tasarm ve yUksek kalite guvencesiyle Uretilen otomatik toz boyama cihazlar foz boya
uygulayicilarinin her turld intiyacina en iyi ¢&zimu sunmaktadir.

e Ayrica, ergonomik tasarimi ve yuksek verimi musterilerimize kullanim kolayligi saglamaktadir.

e Sistemin verimli bir sekilde calismasi icin gerekli olan elektrik ve pnématik donanimlar barindiran
PEG201 elektro pndmatik kumanda kutusu 6zel panel dizayni ve kolay kullanim &zellikleri
sayesinde kullanicilara rahat ve arizasiz ¢alisma sistemi sunmaktadir.

Tabanca voltaijl, turbulans havasi ve enjektdr havalar ile cihaz Uzerinden ayarlanir,
Cihaz saglam ve estetik bir konsul Uzerine oturtulmustur.
Hava giris regulatdérd ve depo kaynatma regulatdrd konsul tzerinde bulunur.

I 1T TV

e With its special design, high quality and reliability properties, Autosprayline automatic powder
coating equipment faces all of customer requirements.

e Autosprayline automatic powder coating equipments are used with powder coating robots.

e The number of control panels changes according to the number of automatic powder coating
guns used in the system.

e |fs special ergonomic design and high productive capacity provides customers an easy usage
while assuring better efficiency.

e You can check further technical descriptions of this equipment below.

23 www.berkteknik.com / www.berkteknik.com.ir



BERK TEKNIK ELEKTRO-STILL

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat

ROBOTLINE OTOMATIK TOZ BOYA ROBOTU
ROBOTLINE AUTOMATIC POWDER COATING ROBOT

Otomatik Kumanda Dolabi ACP 300

Otomatik boyama tabancalarinin elektronik ve pnématik kontrol kutularinin
gruplandirdigi kumanda dolabidir. Dolapta ana elektrik ve pnomatik giris
kontrollerinin yaninda, 6 tabancali otomatik sistem igin 6 adet elektronik ve
pnomatik kontrol kutusu yeri bulunmaktadir. Boyama aplikasyonu sirasinda
tiim kontroller bu dolap lizerinden yapilmaktadir.

Nominal giris voltaji 1220 CAC - 50 Hz
Koruma Sinifi :IP54

Max. Girig Basinci :10 bar / 145 psi
Min. Girig Basinci (dinamik)  : 6 bar / 87 psi
Basingli hava baglantisi : Aclli baglanti 8 mm.

Otomatik Boyama Robotu PRC 100

Otomatik toz ve yas boyama ekipmanlarinin-yukari - asagi istenen mesafeler
arasinda ve istenen hizda hareketini saglayacak robot tipidir. Robotun titresimsiz,
uzun 8murli ve istenen mesafeler arasinda hassas kontrollii galismasi Elektro-Still‘in
kaliteli Gretiminin gdstergesidir. Robotun min. - max. strok noktalari ve hizi,
frekans kontroliyle dijit% olarak kontrol panelinden yapilmaktadir.

Nominal giris voltaji :220 CAC - 50 Hz
Strok 1400 ile 1500 mm (standart)
Robot Hizi :5ile 35 m / dak.
Maksimum Yk : 30 kg.
Koruma Sinifi :IP54
& 1D (100 | T T T 17

Seyyar Elek

Boya kabini igerisinde veya kabin alti depoda biriken kullanilmis boyanin
elenerek, tekrar yeni boya ile oransal karistirilip kullaniimasini saglar.

Nominal giris voltaji : 220 V AC - 50 Hz
Nominal gikis voltaji : 24 V DC

Koruma sinifi : IP54

Kapasite : 20kg/h

Bagimsiz ayarlanabilen alt ve Gst limit ayari. e Bagimsiz ayarlanabilen alt ve Ust hiz ayari.

Boya kabinini, maksimum limitlerde kullanma imkani veren, ergonomik dizayn.

Tum ekipmanlar kolayca kontrol edebilecedimiz Kontrol Dolabl.

Robotun degisik urnler icin calisma sekli hafizaya alinabilir. e Kompresér havasindaki yag ve nemden koruyan filtre sistemi.
e Sebeke voltajini ayarlamaya yarayan servo regulatér sistemi.

EEENEEET im0 00 I

e The robot commmand panel 5.7 inches touch LCD screens.
e Both of the robots working intfervals and speed can be independently adjusted by the panel.
e While working, working intervals, speed and working frequencies are monitored.
e This feature makes usage and adjustment easy on later applications.
e Suitible for manuel or automatic operation.
e Robot working intervals and speed are adjusted on mm and hz type, respectively.
e Robot adjustments can be kept in memory for all different products.
e Spray guns ( connected to robofts )’s powder coating shots can be started or stopped through the panel.
e Getting signal from fan and conveyor, on occasion of a failure in these, spray guns shots can be stopped automatically.

e By the sensor connected to the cubicle, coated hanger number can be counted by the device. 24
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KABLO PUDRALAMA MAKINASI
CABLE POWDERING MACHINE

Makinamiz, beklentilerinize cevap verecek nitelikte, imalatta kaliteyi artinr, sarfiyatta ise gayet ekonomiktir.
Kablo Pudralama Makinalarnin buttn parcalar yaksek teknoloji Grintdur.

Ayrnica her tUrld kablo pudralama makina servisi, yedek parca, bakim ve teknik destegi vermekteyiz.

DusUk maliyet, yUksek isletme gucu...

Our machine has a quality to meet your expectations,

increases the quality in manufacture and quite economic
for consumption.

All of parts of Cable Powdering Machines are :""
high-technology products.

IMALATIMI
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FILO BASINCLI HAVA KURUTUCUSU

Teknik Ozellikler

ot Max. Calisma | Sogutma
I L | ‘ Basinci Gazi
FK 700 0.7 0/ 220V 50 Hz 13 Bar R134 A
FK 1200 2 1/2” 220V 50 Hz 13 Bar R134 A
FK 1600 1.6 3/4” 220V 50 Hz 13 Bar R134 A
FK 2200 4P 3/4” 220 V 50 Hz 13 Bar R 22
FK 3000 3.0 1’ 220 V 50 Hz 13 Bar R 22
FK 4500 4.5 1027 220V 50 Hz 13 Bar R 22
FK 6000 6.0 1 )1/2” 220 V 50 Hz 13 Bar R 22
FK 8500 6.D 21 380V 50 Hz 13 Bar R 22
FK 12000 12.0 21 380 V 50 Hz 13 Bar R 22
FK 16000 16.0 2 380V 50 Hz 13 Bar R 22
FK20000 20.0 2" 380 V 50 Hz 13 Bar | 'R 44

- U | w
. | '” , Boyutlar ve Agirhiklar] |
l »

Model | Debi (m3) | Baglanti Jﬁ

Model
s :
k4 FK 700 420 mm 380 mm 380 mm

N FK 1200 520 mm 380 mm 520 mm
FK 1600 520 mm 380 mm 520 mm
FK 2200 520 mm 380 mm 520 mm
FK 3000 810 mm 480 mm 810 mm
FK 4500 810 mm 480 mm 810 mm
FK 6000 810 mm 480 mm 810 mm
FK 8500 850 mm 1000 mm
FK 12000 1050 mm 1250 mm
§8 FK 16000
B FK 20000

sy geia b ie ek Bln famee 8
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" BERK TEKNIK

KARDAN KONVEYOR SISTEMLERI

KARDAN SAFLI KONVEYOR ZINCIRI

TEKNIK OZELLIKLER TASIMA KAPASITESI e = -—
T oy

SMS 30 Hafif Tip / Light Type 40 Kg. .,l.- - ._-::-

SMS 32 Hafif Tip / Light Type 50 Kg. I: ‘;_y"' ._5

SMS 35 Orta Tip / Light Type 55 Kg. ——

SMS 38 Orta Tip / Light Type 60 Kg. d

SMS 40 Orta Tip / Middle Type 80 Kg. #i'? .@
SMS 45 Adir Tip / Heavy Type 120 Kg. oy -

Zincir Hatvesi/ Chain Pitch 150 mm o 4

Zincir Hatvesi / Chain Pitch 200 mm

OTOMATIK YAGLAMA iSTASYONU /

-
i -
|a‘,-_.\‘—‘
- ﬁ'

OPCO 4 veya 8 Nokta Atish Otomatik Yaglama Istasyonu
OPCO Automatic Lubricating Station with 4 or 8 Point Shots

KARDAN KONVEYOR RAYI

Konveyér Ray| Ozel Dizayn Olarak 3-4 mm
sacdan biikiilerek imal edilmektedir.
Conveyor rails are specially designed and
manufactured from bended metal sheets of
3-4 mm thickness.

SMS 45 SMS 40 SMS 38 SMS 35 SMS 32

CATERPILLAR TAHRIK UNITESI

Sabit Hizli veya Hizi Ayarlanabilen

Frekans kontrollli Caterpillar Tahrik Uniteleri
Constant-Speed or Adjustable-Speed
Frequency Controlled Caterpillar Drive Units

Emniyet switch'li ve Torc Limitlerlidir.
(Torc Limiter Istege Bagl)

Designed with safety switch and torque
limiter. (Torque limiter is optional)

www.berkteknik.com / www.berkteknik.com.ir
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WEBB TiPi KONVEYOR DONUSLERI

180 KASNAKLI DONUS APARATI

Kasnaklar Rulmanl Olup Mevcut

Sisteme Gére Standart Olarak Imal Edilir.
Pulleys are designed with roller bearings and manufactured in
standards, based on the system.
(R480-R600-R730-R920-R1100-R1220)
Caplarda Uretim Yapilmaktadir.

Manufacturing diameters are
(R480-R600-R730-R920-R1100-R1220)

Standart Disi Ozel Uretim Yapilir.

Non-standard special manufacturing is also possible.

90 KASNAKLI DONUS APARATI

Kasnaklar Rulmanli Olup Mevcut

Sisteme Gore Standart Olarak Imal Edilir.
Pulleys are designed with roller bearings and manufactured in
standards, based on the system.
(R480-R600-R730-R920-R1100-R1220)
Caplarda Uretim Yapilmaktadir.

Manufacturing diameters are
(R480-R600-R730-R920-R1100-R1220)

Standart Disi Ozel Uretim Yapilir.

Non-standard special manufacturing is also possible.

RULOLU DONUS SISTEMLERI

Min. 10 - Max. 270

Min. R450 - Max. R5000 mm
Caplarda / Diameter

Standart Disi Ozel imalat Yapilir.
Non-standard special manufacturing
is also possible

GERGI KIZAKLARI VE
FIRIN iCi GENLESME PROFILLERI

Gergi Kizaklari ve Hatve Boyu 30 cm
Tension Skids and Chain Pitch 30 cm

Firin ici Genlesme Profilleri

Hatve Boyu 10 cm

Expansion Profiles Inside Oven Chain
Pitch 10 cm
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ELEKTRO-STILL

" BERK TEKNIK

TAHRIK UNITELERI

180 TAHRIK UNITESI

Sabit Hizli ve Hizi Ayarlanabilen
Frekans Kontrolli 180 Derece
D&niisli Tahrik Uniteleri

Constant-Speed or Adjustable-Speed
Frequency Controlled 180 Degrees
Turn Drive Units

Powder Coating Systems

Min. R730 mm Max. R920 mm

Emniyet Switch'li
With Safety Switch

90 DONUSLU TAHRIK UNITESI

» Sabit Hizli ve Hizi Ayarlanabilen
Frekans Kontrollii 90 Derece
Dénlsli Tahrik Uniteleri

Constant-Speed or Adjustable-Speed
Frequency Controlled 90 Degrees
Turn Drive Units

Min. R1200 mm Max. 5000 mm

Emniyet Switch'li
With Safety Switch

CATERPILLAR TAHRIK UNITESI

Sabit Hizli ve Hizi Ayarlanabilen
Frekans Kontrolli Yizer Kasa
Caterpillar Tahrik Uniteleri

Constant-Speed or Adjustable-Speed
Frequency Controlled Floating Frame
Caterpillar Drive Units

Emniyet Switch'li / With Safety Switch

DONER ASKI APARATI TORK LIMITER

» Manuel ve Yari Otomatik » Tork Sinirlayicilar Min. 350 Nm - Max. 1650 Nm
Hareket Kabiliyetine Sahiptir. Torque Limiters Min. 350 Nm - Max. 1650 Nm

% Manual or Semi Automatic High mobility Emniyet Switch'li / With Safety Switch

Elektrostatik Toz Boya Cihazlar, Komple
Toz ve Yas Boya Sistemleri Imalati
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ZINCIR UNITELERI

3” Dévme Celik Zincir

Ozel Malzemeden Dévme Olarak imal Edilmis Olup Isil islemlidir. | €SS0 SR

Manufactured through forging from special material and with heat treatment

Malzeme Yapisi : 1050-4140 Hatve : 76,2
1050-4140 76,2

4" Dovme Celik Zincir

d, AddY

(1zel Malzemeden Dovme Olarak imal Edilmis Olup Isil Islemlidir.
Manufactured through forging from special material and with heat treatment.

Malzeme Yapisi : 1050-4140 Hatve : 76,2
1050-4140 102,6
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3" Sfero Dokiim Zincir
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(zel Malzemeden Divme Olarak imal Edilmis Olup Isil Islemlidir.
Manufactured through forging from special material and with heat treatment.

Malzeme Yapisi : Sfero Dokiim Hatve : 76,2
1050-4140 76,2

Caterpillar Tahrik Tirnaklari

Celik Dakiim ve Dévme Celik Malzemeden Ozel Olarak Imal Edilmis
Olup Calisan Yiizeylerlndilksiyonla Sertlestirilmistir,

Specially manufactured through forging from cast steel and forged

steel and working surfaces are hardened with induction. m

TROLLEY UNITELERI

3" Trolley
Standart Rulman Segmanli Tip

Bearing Retaining Ring Type with Standard Roller 1

{zel Rulmanl Percinli Tip
Riveted Type with Special Rolter Bearing

Sfero Doktim ve Dékme Celik Tagiyici Kol
Carriage Arm Made of Nodular Cast Iron and Forged Steel

Yiiriiyen Makaralar Celik

Active steel rollers ’
4" Trolley

Makara Rulman Uzun Siire Yaglamayi Gerektirmeyecek 250 Derece

Isiya Dayanikl Gress ile Yaglanmis Olarak Ilk Kullanima Hazirdur,

Active rollers and steel roller bearings are prepared for the start up do not require
lubrication for a long time thanks to the initial grease application

for 250 Celsius degrees.

s

Proje ve Uygulama Sartlarinda Baglu Olarak Firin veya Nakil

icin Rulmanlar Oze! Olarak Siparis Edilir.

Ovens and transport roller bearings are specially ordered

depending on the project design and operating conditions. 4" Cift Kafa Agir Trolley

B e
i .)7‘ .‘"..,\"_'#“-"'

Trolley Tasima Kapasiteleri

age ok W, [,
PEPSIRP-T I SN TR

3"Trolley : 120 - 160 kg.
4"Trolley : 200 - 280 kg.

IR IV ERE

4" Cift Kafa Agir Trolley / Double Head Heavy : 450 kg.
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BERK TEKNIK

Elektrostatik Toz Boya Cihazlan, Komple
Toz ve Yas Boya Sistemleri Imalati

ELEKTRO-S

Powder Coating Systems

AG 200 - FN 300

| | T

FN 33

| LI _ | | T

RESIM NO MALZEME ADI RESIM NO MALZEME ADI

AG 200 | OTO.TOZ BOYA TABANCASI (Tamami) FN 300 FLAT NOZUL SET (Tamami) |

AG 21 TABANCA GOVDESI (Yeni Model) FN 31 FLAT NOZUL

AG 22 OTOMATIK ALT KAPAK FN 32 FLAT ELEKTROD

AG 23 DESTEK BAGLANTI FN 33 TEMAS HALKASI

AG 24 OTOMATIK ARKA AKAPAK

AG 25 4M Fig BAGLANTI

AG 26 VORTEKS GIRIS MARPUCU

AG 27 FLAT NOZUL SET FN300 (Tamam)

AG 28 SIKISTIRMA SOMUNU N300

AG 29 KASKAD

AG 30 BOYA GEGIS BORUSU

AG 31

31

VORTEKS GECIS BORUSU l ll
wammaa o mad b 4
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BERK TEKNIK FLEKTRO-STILL"

Toz ve Yas Boya Sistemleri Imalati

hrd Ea RH 3= {RH 3

RN 300

RESIM NO MALZEME ADI
MG 200 | MANUEL TOZ BOYA TABANCASI (Tamami)
MG 21 TABANCA GOVDESI (Yeni Model)
MG 22 TABANCA KABZESI (Tamami)
MG 22-1 | MICROSWITCH
MG 22-2 | TETIK
MG 22-3 | 4m FiS BAGLANTI
MG 22-4 | VORTEKS BAGLANTI MARPUCU
MG 23 KASKAD
MG 24 DEFLEKTOR NOZUL SET RN300 (Tamami)
MG 25 SIKISTIRMA SOMUNU N300 k.
MG 26 DIRSEK :
MG 27 BOYA CIKIS BORUSU | %
MG 28 BOYA GiRiS BORUSU i
MG 29 VORTEKS CIKIS BORUSU ‘ '
MG 30 VORTEKS GIRiS BORUSU
MG 31 MANUEL ARKA KAPAK ( 5
| ,‘ :
RESIM NO MALZEME ADI
RN 300 | DEFLEKTOR NOZUL SET (Resim 1-2-3-5)
RN 31 DEFLEKTOR NOZUL . :
edl ||| RN 32 DEFLEKTOR ELEKTROD GRUBU (Tamami) ]
H RN 33 TEMAS HALKASI :
RN 34 DEFLEKTOR 16 mm
RN 35 DEFLEKTOR 20 mm
RN 36 DEFLEKTOR 25 mm

A e
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BERK TEKNIK ELEKTRO-STILL

Toz ve Yas Boya Sistemleri Imalati

Pl2 - NOTLAR

p215.  P214 " B RESIM NO MALZEME ADI
PI 2 TOZ BOYA ENJEKTORU (Resim 11-16)
P2 11 ENJEKTOR GOVDESI
P2 12 ENJEKTOR BURCU
P2 13 ENJEKTOR MEMESI
P2 14 DIRSEK
P215 CEKVALF
P2 16 RAKOR

P2 17 ENJEKTOR YUVASI

P218 | BAGLANTI SOMUNU
P219 | BOYA GEGIS BORUSU (50 cm)

F 3

S A
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BERK TEKNIK ELEKTRO-STILL"

Elektrostatik Toz Boya Cihazlari, Komple Powder Coating Systems
Toz ve Yas Boya Sistemleri Imalat
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BERK TEKNIK
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